12 MIN GAP
L

SELECTED JOINERY
MAX. BEARER SPAN 1.1m

3D PERSPECTIVE - NTS

600 x 600 STRUCTURAL TILES

MAX. BEARER SPAN 1.1m
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PROFRAME POWDER COATED ALUMINIUM
JOIST SYSTEM

PROFRAME POWDER COATED ALUMINIUM

4300 MIN

BEARER

PROJACK ADJUSTABLE/STACKABLE FOOT

USE PROJACK DIRECTLY UNDER THE JOIST
OR BEARER TO CORRECT THE FALL IN THE
SUBSTRATE FOR HEIGHTS 5mm - 13mm
USE A SINGLE BASE AND WEDGE.

FOR HEIGHTS 15mm & ABOVE USE A BASE
PACKER, TOP & WEDGE.

CHANGE THE WEDGE POSITION FOR
HEIGHT ADJUSTMENT

LPLYWOOD
SUBSTRATE

SELECTED DECK

MEMBRANE. INSTALL TO
MANUFACTURER'’S
SPECIFICATIONS

CONNECT JOIST TO BEARER
USING 90° BRACKETS

ALTERNATE THE BRACKETS
ALONG THE JOIST & SCREW
OFF USING 4 x TEK SCREWS

CROSS SECTION PARAPET WITH INTERNAL GUTTER
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ALUMINIUM DECK FRAMING

Proframe Limited

PROFRAME SYSTEM ON DECK MEMBRANE WITH INTERNAL GUTTER
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